Contract No. 91

TYPICAL PAVEMENT

TYPICAL APPLICATIONS OF URBAN

PAVEMENT MARKINGS AND

MARKERS
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SPECIAL NOTE:

THE ACTUAL MEDIAN CONFIGURATION WILL BE AS
SHOWN IN THE PLANS (TAPER OR REVERSE CURVE).
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REDUCE SPACING IF

THE FOLLOWING CRITERIA SHALL BE USED FOR
SELECTING THE DIAGONAL PAVEMENT MARKING
SPACING:
<50 kph USE 4.5 m (<30 MPH USE 15")
50-75 kph USE 6.0 m (30-45 MPH USE 20°)
>75 kph USE 9.0 m (>45 MPH USE 30")

NECESSARY TO ASSURE
MARKERS AT CORNERS
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TYPICAL MEDIAN TRANSITIONS
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AVOID RESURFACING OR PAVING JOINTS

SEE ARTICLES 780.04 AND 781.03

PAVING JOINT

RESURFACING OR
PAVING JOINT

RELATIONSHIP ~ OF STRIPES,
MARKERS AND JOINTS

 GENERAL NOTES

1. WHEN PAVEMENT MARKINGS ARE TO BE PLACED
ADJACENT TO MEDIANS, SPECIAL DETAILS WILL
BE INCLUDED ELSEWHERE IN THE PLANS.

2. SCALE: NONE

3. SOME OF THE INFORMATION INCLUDED WITH THIS
DETAIL MAY NOT BE APPLICABLE TO THIS IMPROVEMENT.

4. PAVEMENT MARKINGS ARE TO BE EXTENDED
THROUGH OMISSIONS WHEN APPLICABLE.

5. A STRIPING KEY IS AVAILABLE ELSEWHERE AND
SHALL BE SHOWN WHERE THE QUANTITIES ARE LISTED.

6. FINAL PAVEMENT MARKINGS SHALL BE IN PLACE PRIOR
TO PLACING ANY RAISED REFLECTIVE PAVEMENT MARKERS.

MATCH LINE B—B OR

MATCH LINE A—A WHEN APPLICABLE
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